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Remarks 

Please enter the foregoing preliminary amendment prior to examination of the present 
application. Claims 1-20 are now pending in this application. Applicants respectfully submit 
that this Amendment adds no new matter. 



Respectfully Submitted, 











Robert B 
Registral 
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ARMSTRONG TEASDALE LLP 
One Metropolitan Square, Suite 2600 
St. Louis, Missouri 63102-2740 
(314) 621-5070 
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IN THE DRAWINGS 

Applicants respectfully request approval of the following drawing changes. Figure 5 
has been amended to change "coated article" to "coated substrate article" in 106, 108, 110, 
and 112. Applicants submit, in anticipation of approval of the drawings changes, a 
replacement sheet for Figure 5. Also submitted herewith is an annotated Figure 5 on which 
the requested changes are reflected in red ink. No new matter has been added. 
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METHODS FOR PREPARING AND TESTING 
A THERMAL-SPRAY COATED SUBSTRATE 
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102- 



104- 



PROVIDING A SUBSTRATE ARTICLE 
HAVING A SURFACE. 



106 



108 



110 



112 



THERMALLY SPRAYING A COATING 
MATERIAL ONTO THE SURFACE 
OF THE SUBSTRATE ARTICLE, WHEREIN 
A SURFACE OF CONTACT BETWEEN 
THE COATING MATERIAL AND THE 
SUBSTRATE ARTICLE IS DEFINED 
AS A BONDLINE. 



NONDESTRUCTIVELY TESTING 

THE COATED suBstMte ARTICLE 



GENERATING AN EDDY CURRENT 

IN THE COATED SOBSTR A T£ article 



MEASURING THE EDDY CURRENT 

IN THE COATED .5 l)B5TMT£ article 



EVALUATING A NEAR— BONDLINE 

REGION OF THE COATED SoBstRAte 
ARTICLE LOCATED ADJACENT 
TO THE BONDLINE USING THE 
MEASURED EDDY CURRENT. 



FIG. 5 



